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DETAILS

Product Number CN13990_SAGA-HB-IP-WHT

Family Saga

Type Assembly

Color white

Diameter 50 mm

Height 12 mm

Style round

Optic Material HRPC

Holder Material HRPC

Fastening screw

Status ready

ROHS Comliant Yes

Date Updated 30/04/2015

OPTICAL PROPERTIES
 Viewing Light Effi-   

LED Angle Beam ciency cd/lm Connector

Luxeon CoB 105/107/109 sim: 67 HighBay sim: 90 % sim: 0.700 -

CXM-14 sim: 61 HighBay sim: 84 % sim: 0.610 Bender Wirth: 433 Typ L5

ZC12/18 sim: 61 HighBay sim: 84 % sim: 0.610 Bender Wirth: 433 Typ L5

CXM-9 sim: 47 HighBay sim: 86 % sim: 1.000 Bender Wirth: 434 Typ L5

ZC4/6 sim: 47 HighBay sim: 86 % sim: 1.000 Bender Wirth: 434 Typ L5

CLU700 46 deg HighBay 86 % 1.100 Bender Wirth: 434 Typ L5

CLL02x/CLU024 47 deg HighBay 86 % 1.000 Bender Wirth: 434 Typ L5

CLU720 50 deg HighBay 85 % 0.850 Bender Wirth: 433 Typ L5

CLU700 56 deg HighBay 87 % 0.900 -

Soleriq P9 58 deg HighBay 90 % 0.840 -

CLL02x/CLU024 58 deg HighBay 91 % 0.860 -

VERO10 58 deg HighBay 92 % 0.850 -

V10 58 deg HighBay 89 % 0.830 -

MHD 60 deg HighBay 90 % 0.780 -

CLL01x 61 deg HighBay 92 % 0.840 -

Soleriq S13 61 deg HighBay 91 % 0.800 -

CLU720 61 deg HighBay 89 % 0.730 -

CLL03x/CLU034 61 deg HighBay 84 % 0.610 Bender Wirth: 433 Typ L5

Mini Zenigata (GW6BM) 62 deg HighBay 92 % 0.800 -

CLU710 62 deg HighBay 90 % 0.700 -

LUXEON CoB 1202/1203 63 deg HighBay 89 % 0.730 -

CXM-9 63 deg HighBay 88 % 0.720 -

CXA1816/CXA1820/CXA1850 63 deg HighBay 90 % 0.730 -

CLL03x/CLU034 64 deg HighBay 92 % 0.700 -

CXA15xx 64 deg HighBay 92 % 0.750 -
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Tolerances if not otherwise shown
According to DIN ISO 2768-1
Linear measures:
Up to 30mm class M, otherwise class C.
According to DIN ISO 2768-2
Form and position: class L
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NOTE: The typical divergence will be changed by different color, chip size and chip position
tolerance. The typical total divergence is the full angle measured where the luminous intensity
is half of the peak value.




GENERAL INFORMATION

- Product series especially designed & optimized for  series of LEDs. 
- Special care taken to make light distribution as uniform as possible.
- Reflector is made of aluminium coated PC (120 degrees of Celcius / 248 degrees of Fahrenheit) with
protective lacquer (short term 100 degrees of Celcius / 212 degrees of Fahrenheit).

Note! Due to use of high power COB's with this product, special attention to proper thermal design is highly
recommended. LEDiL has no liability for direct, indirect or consecutive damages arising from the LEDiL
products being used outside of the recommended temperature range.


