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2. Specification
. Rating: 300V

3. Application

. Internal wiring of computers,electronic

  exchanges,measurement control devices,

NOTES:

. Conductor Size: 28~30AWG 

  business machines,communication devices,
  and other electronic equipment.

. Insulation resistance: 100MΩ/km  min.

Wire AWG

4. Product Number Code

Cable color
A: Gray

Dimensions
Number

10

14

16

20

24

26

30

34

40

50

60

TP(mm) W(mm)

Max.
conductor
resistance
DC 20°C
Ω/m

15.00

19.00

23.00

25.00

29.00

33.00

39.00

49.00

59.00

16.00

20.00

24.00

26.00

30.00

34.00

40.00

50.00

60.00

9.00

13.00

10.00

14.00

Wire diameter

1: Ø0.100 (30AWG)

Ø0.100<0.397

Edge mark
R:Red mark
F:Flower mark

No.Of positions
10: 10pin
64: 64pin

Tolerance

±0.30

±0.30

±0.30

±0.30

±0.30

±0.30

±0.30

±0.40

±0.40

±0.40

±0.40

64 63.00 64.00 ±0.40

TP=(N-1)*1.00

N= Positions

W=N*1.00

1.000
.9

0

Detail A

7-Ø0.100±0.01

Detail A

3:1

Red mark

28: 28AWG

Packing Specifications 
30.5: 30.5M/reel
60.1: 60.1M/reel

. Operating temperature:-20°C~70°C.

7-Ø0.127±0.01

Detail A

3:1
(28AWG) (30AWG)

Ø0.127<0.237

30: 30AWG

2: Ø0.127 (28AWG)

S: Dark grey

76.5: 76.5M/reel

. Insulation:PVC, Grey.
1. Materials: 

. Conductor:Copper with tin plating.
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