
Amphenol R

40

Amphenol MIL-C-5015 Connectors

MS/DS Series 
Accessories Dimension

MS3057 style cable clamp was designed for use with jacketed cable or wire

protected by tubing.

Both clamping halves float maximum strain relief. for unjacketed cable or

wires, use corresponding MS3420 telescoping bushing. To order clamp

without bushing, add-1 to the P/N.

Cable Clamp

MS3057

Telescoping grand bushings (used with 3057 clamp) keep dirt, oil and

moisture out of endbell.

Taping or wrapping wires is eliminated since bushing protects wires going thru

clamp.

Combinations of bushing may be used to decrease cable entry diameter to

improve sealing. 

Telescoping Bushing

MS3420

MS3057-4A 10SL,12S 5.6 20.3 23.3 5/8-24 NEF

MS3057-6A 14S,14 7.9 22.5 25.9 3/4-20 NEF

MS3057-8A 16S,16 11.1 24.4 28.9 7/8-20 NEF

MS3057-10A 18 14.3 23.6 32.2 1-20 NEF

MS3057-12A 20,22 15.9 23.6 37.8 1 3/16-18 NEF

MS3057-16A 24,28 19.1 26.0 43.4 1 7/16-18 NEF

MS3057-20A 32 23.8 27.7 52.1 1 3/4-18 NS

MS3057-24A 36 31.8 29.2 57.3 2-18 NS

Part A B C I
Number

Size
0.4 0.8 0.8 Thread-2B

MS3420-4 10SL,12S 5.6 7.7 12.8 69.9

MS3420-6 14S,14 7.9 10.9 15.7 66.7

MS3420-8 16S,16 11.1 14.0 18.9 63.5

MS3420-10 18 14.3 15.6 22.6 60.3

MS3420-12 20,22 15.9 18.8 27.5 57.2

MS3420-16 24,28 19.1 23.6 33.4 54.0

MS3420-20 32 23.8 31.5 40.6 50.8

MS3420-24 36 31.8 34.7 46.9 47.6

Part A B
C D

Number
Size

Max Max

I

C

B

A D

C B

A


