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Level Sensors with
Magnetic Floats
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DESCRIPTION
Standard liquid level sensor.  The sensor has to be
mounted horizontally for best results.

Two versions are available:

PP (Polypropylene) for water applications and
dilute acids
PA (Polyamide) for use in oil, gasoline (petrol) and
brake fluid

The standard termination is a PVC cable with a
cross section of 0.14 mm2 and a length of 500 mm.
The cable can be modified on request.

APPLICATIONS

• Liquid container monitoring in household
  appliances, automotive applications, test and
  measurement, and control technology.

Germany # ++49-(0)7733-94870, USA # 800-870-5385

All dimensions in mm [inches]
DIMENSIONS

FEATURES

• High power switches available
• Other cables, connectors and colors available
• Form A (normally open) and Form B (normally
  closed) types are available
• IP 68 (only to screw thread)

MATERIALS
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TERMINATION

Part Number Example

LS03  - 1A66  - PA  -   500    W

1A is the contact form
66 is the switch model
PA is the material
500 is the cable length (mm)
W is the termination

ORDER INFORMATION

MOVEMENT

For wire and termination details please contact factory.
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CONTACT DATA

 LS03 Series                                                MEDER electronic
Level Sensors with
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 Levelensor: LS03-1A71-PP-500W

     

Hauptsitz Europa
MEDER electronic AG
Friedrich-List Strasse 6
D-78234 Engen-Welschingen
Tel.: +49(0)7733-9487-0
Fax: +49(0)7733-9487-32
eMail:      info@meder.com
Internet:   www.meder.com

Hauptsitz USA
MEDER electronic Inc.
766 Falmouth Rd
Mashpee, MA 02649
Phone: +1/ 508-539-0002
Fax:     +1/ 508-539-4088
eMail: salesusa@meder.com  Sachnummer: 9532711054

Abmessungen (mm) Aufdruck

MEDER-Logo   Typ
Produktionscode-EN60062 /Produktionsstätte

Kontaktdaten 71 (Form A/Dry) Min. Typ. Max. Einheit

Schaltleistung
Jede Kombination von Schaltspannung
und Schaltstrom darf die angegebene
Schaltleistung nicht übersteigen

10 W

Schaltspannung DC oder Peak AC 200 V
Schaltstrom DC oder Peak AC 0,5 A
Transportstrom DC oder Peak AC 1,0 A
Statischer Kontaktwiderstand (Anfangswert) gemessen mit 40% Übererregung 150 mΩ
Isolationswiderstand RH  45% 1012 Ω
Durchbruchspannung 250 VDC
Schaltzeit inklusive Prellen gemessen mit 40% Übererregung 0,5 ms
Abfallzeit 0,1 ms
Kapazität 0,3 pF

Materialien
Schaft       Polypropylen weiß
Schraubenmutter       Polypropylen weiß
Schwimmer        Polypropylen weiß
O-Ring                                                                 Nitril Kautschuk

Allgemeine Daten
Schock ½ Sinuswelle, Dauer 11ms 50 g
Vibration 10 - 2000 Hz 20 g
Arbeitstemperatur 10°C/min max. zulässig -20 80 °C
Lagertemperatur 10°C/min max. zulässig -20 80 °C
Kontaktwiderstand inklusiv Kabel gemessen mit 40% Übererregung 250 mΩ
Verguss Epoxidharz

Kabel Rundkabel LIYY 2 x 0,14 mm2, grau, Aderfarben: weiss und braun
Kabelenden  5 mm abisoliert und verzinnt

Gewinde                                                                M16 x 1,5
spezifisches Schwimmergewicht                                                                ca. 0,7 g/cm3

Bemerkungen


